
RBS ALFRESCO – Outdoor retractable banner stand 
that has double-sided graphics with a robust weighted 
hardware design.  The display can remain stable outside 
in light to moderate wind.

•  Double-sided outdoor retractable banner stand

•  Vibrant print on HD scrim banner for extra  
       durability  (scratch resistant)

•  Replaceable Graphics

• Extendable base stabilizers 
     (Includes stakes to secure to ground)

•  Removable center tank (fill with water / 20 lbs of weight)

•  Black Zippered, Carrying Case

•  Can be used both outdoors and indoors

•  One year limited hardware warranty against 
     manufacturer defects

Retractable Banner Stand  ~  Alfresco Item: RBS33A

Retractable Banner Stand  –  Alfresco
Item: RBS33A
Hardware:  Wide base aluminum hardware, stablizing 
feet, telescoping pole, top clamp bars, removable tank, 
and zipper carry case. 
Media:  Heavy-duty Blockout Anti-Curl.   
NFPA701 Fire Rated. 
Warranty:  1 year warranty*

The durable center support pole has an adjustable height 
and can be used at any height from 40” to 80”.  At the full 
80” height, it’s stable in winds up to 15 mph. In areas with 
higher winds or gusts above 15 mph, the RBS Alfresco 
can be adjusted to at a shorter height to remain stable.  
At 72” tall, it can be used in winds or gusts up to 20 mph, 
and at 60” tall, it can handle winds of 30 mph.  

When used outdoors on a hard surface where the ground 
stakes can’t be used, it’s recommended to use sandbags 
or other weights on the extended base stabilizers for 
greater stability.  Not intended for use in adverse weather 
conditions. 

At the full 80” 
height, it’s stable 
in winds up to 
15 mph.

At 60” tall, it can 
handle winds up 
to 30 mph.

Base with removable tank

Adjustable pole and 
ground stakes

Zippered carry case
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Set Up Instructions

Step 1
Prepare the stand.  Remove from case.

Step 2
Fill ballast tank with water.

Step 3
Locate the receiving hole on the stand base and 
insert the pole.  

Step 5
Attach one clamp rail (top 
bar) to the top of the pole.  
Attach the second clamp 
rail (top bar) to the top of 
the pole.  

Step 6
Set up complete. 

For videos demonstrating setting up a banner stand, 
visit:  amatterofgraphics.com

Step 4
Grasping the “top bar” 
from the center, pull 
banner up, out of the base. 

*Hardware Warranty warrants product against defects in materials, workmanship and mechanical failure of internal retraction unit based on normal use. 
Graphic Warranty covers the print vibrancy and media performance. Neither warranty covers damage due to accidents, abuse, mishandling, or normal 
wear and tear. Any repair or replacement is at discretion of factory. 


